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Campania
Containers

148

St. Louis Planter (AS)
P-631 409 lbs
38.00"W x 21.25"H

St. Louis Pedestal (AS)
PD-197 530 lbs
23.00"W x 28.00"H

146

Campania
Containers

1 Fonthill Urn (GS)
P-712 535 lbs
47.00"W x 26.00"H

2 St. Louis Pedestal (GS)
PD-197 530 lbs
23.00"W x 28.00"H

3 Monteros Urn (GS)
P-711 535 lbs
47.00"W x 26.00"H

4 St. Louis Pedestal (GS)
PD-197 530 lbs
23.00"W x 28.00"H

1

3

2

4

Campania
Containers

148

St. Louis Planter (AS)
P-631 409 lbs
38.00"W x 21.25"H

St. Louis Pedestal (AS)
PD-197 530 lbs
23.00"W x 28.00"H

Campania
Containers

148

St. Louis Planter (AS)
P-631 409 lbs
38.00"W x 21.25"H

St. Louis Pedestal (AS)
PD-197 530 lbs
23.00"W x 28.00"H
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The Longwood Collection
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Longwood Main Fountain Garden Urn (VE)
P-381 102 lbs
21.00"W x 21.00"H

Longwood Laurel Banded Urn (AS)
P-466 135 lbs
24.00"W x 16.75"H

Longwood Main Fountain Garden Bench (GS)
BE-33 418 lbs
51.25"L x 19.00"W x 21.00"H
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AL1-II Information Sheet
Stake Mounted Area Light

Series II - Solid Copper Line

 

BARLETTA: 12V Solid Copper Area Light

 

R

ClaroLux, Inc.     -     www.ClaroLux.com     -     PO Box 4554 Greensboro, NC 27404     -     (336) 378-6800     -     (866) 668 - LITE

OPTIONAL ACCESSORIES:

POLISHED BRASS SURFACE MOUNT (CL-TM23-II)

POLISHED COPPER RISERS (Check Website for details)

WIDE RANGE OF BI-PIN LAMPS & LEDs

AL1-II Polished Solid Copper Area Light

NOTEABLE FEATURES:
WEIGHT: 3.9 lbs

POWDER COATED INTERIOR

BERYLLIUM COPPER SOCKET

PRE-GREASED SOCKET AND MACHINED THREADS 

CLEAR BOROSILICATE GLASS LENS 

MANUFACTURED FROM C110 SOLID COPPER 

LIFETIME WARRANTY

SLOTTED STAKE FOR EASY SERVICING

CNC MACHINED SHROUD/COLLAR/STEM 

MANUFACTURED IN GREENSBORO, NC, USA 

  

SPECIFICATIONS:
Our Commitment
At ClaroLux®, our goal is to set the standard in the 
landscape lighting industry. We are happy to be the 
exception, not the rule. Every day we challenge ourselves 
to create new and innovative products that can help 
revolutionize the low voltage lighting industry. We pride 
ourselves on being innovative, passionate, and dedicated 
to setting the standard. What you will find when you 
purchase from ClaroLux Landscape Lighting® is that the 
norm is never good enough. We believe in our mission, 
we believe in ourselves, and we believe in our products. 
This is why our products come with a structural lifetime 
warranty.

Materials
Crafted from US C110 Copper. 

Glass Seal
High temperature Loctite silicone sealant for water-tight 
seal.

Stem
Copper unibody design provides enclosed, water 
resistant wireway. Integrated bung for maximum 
mechanical strength. High temperature, retention collar 
provides weather-tight seal.

Collar
Machined brass with high temperature Loctite silicone
sealant.

Shroud
Fully machined polished copper shroud that is 6” in 
diameter.  

Manufactured on CNC spinning lathe in ClaroLux’s® 
manufacturing facility in Greensboro, NC. White, 
Reflective, 3M Powder Coat Interior for maximum 
light output.

Lens
Comes with a factory sealed shock resistant 
tempered clear borosilicate glass lens to prevent 
water intrusion.  High temperature Loctite silicone 
sealant for water-tight seal. 

Lamp
For use with a halogen lamp up to 20W G4 bi-pin 
lamp. LED lamps are also available. 

Electrical Requirements
A remote 12V transformer required, may be ordered 
separately from ClaroLux®. Recommended voltage 
range for 12V halogen lamps is 10.8V - 12V.  
Recommended voltage range for 12V LEDs is 10V - 
14V (12V is ideal).

Lamp Connection
Spring loaded, pre-greased beryllium copper socket. 
GU5.3 base.

Mounting Stake
Standard mounting stake is injection molded 
ABS with a ½” NPS threaded female fitting.  
Comes with wire slot so luminaire can easily 
be removed and serviced. The stake color is 
dark brown to help blend in with the 
landscape environment.

Wiring
25ft of 18AWG UL Listed, copper wire that is 
protected by Black Polyvinyl Chloride (PVC).  
ClaroLux® recommends using copper crimp, 
lithium filled, grease tube connectors at each 
connection point in the field (HUB).

Finish
ClaroLux’s® Polished Copper finish with 
polished brass accents.  ClaroLux’s copper 
luminaires are all polished and manufactured 
in the USA.  The Barletta has a “living finish” 
and will naturally patina and change over 
time.  

Warranty
ClaroLux’s® Structural Lifetime Warranty 
(please see warranty for more details).

Manufacturing
Proudly made at ClaroLux’s® manufacturing 
facility in Greensboro, NC, USA.

CLAROLUX® landscape lighting fixtures 
are available with LED lamps.

PATENT #: D698,965

Project

Type

Ordering #

Comments

12V Brass In-Ground Light with Frosted Glass CBR
15481CBR

Product Description:

12V Brass In-Ground Light with Frosted Glass in Centennial Brass.

Technical Information

Weight: 2.00 LBS

Safety Rated: Wet

Width: 4.75"

Height: 4.75"

Length: 4.75"

Lamp Included: Not Included

Lead Wire Length: 34"

Glass Description: Frosted Glass

Voltage: 12V

Light Source: Incandescent

Lamp Type: HALOGEN

Max Watt: 20W

B E N C H P L A N T E R L I G H T I N G
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Bench at the Nichols House Museum, 55 Mount Vernon Street

Bench at 29A+B Chestnut Street
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Westland Bench Classical Straight Bench Woodland Ferns Straight Bench

 

Campania International, Inc. | 2452 Quakertown Road Suite 100, Pennsburg, PA 18073 USA | 215-541-4330
projects@campaniainternational.com | www.campaniainternational.com/projects

 Campania’s cast stone products are available in a choice of three exclusive (3) acid stains and eight (8) exclusive natural 
pigment stains in addition to natural cast stone. All of our patinas and acid stains are hand applied in a multi-step process, 
producing uniquely beautiful original pieces. Designed to replicate the look of naturally aged materials, the patinas will not
prevent the natural aging process that occurs in an outdoor environment. 

Campania’s acid stains (a mixture of water, metallic salts, and muriatic acid) penetrate the surface and react chemically 
with elements in the cast stone, producing a rich saturated stain that resists flaking or peeling. 

 Like stains for wood, each piece will accept our patinas in varying degrees of intensity, creating natural variations that 
add character and distinction to every piece. Even when applied with the same process, no two pieces will look exactly alike 
due to the composition of the cast stone, and the varying age of the pieces. Rather than creating uniform stains, our       
approach gives our products their unique beauty and appeal. 

CAMPANIA Pat inas  

Alpine Stone (AS) Greystone (GS) Verde (VE) Copper Bronze (CB) 

English Moss (EM) Aged Limestone (AL) Brownstone (BR) Travertine (TR) 

Pietra Vecchia (PV)* Ferro Rustico (FR)* Terra Nera (TN)* Natural (NA) 

  * Denotes Acid Stain 

Due to the hand-application process and photography, actual colors may vary slightly from those depicted in these examples. Please consult our 
catalog photos and our website for examples of variations of our patinas. 
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122

Campania
Newport Mansions Collection

Kingscote Urn (GS)
P-681 211 lbs
30.25"W x 19.50"H

Berwind Planter (GS)
P-682 196 lbs
25.00"W x 21.50"H

Rosecliff Planter (AS)
P-683 452 lbs
41.00"W x 29.75"H

189

1 Moderne Tall Planter (AS)
P-782 177 lbs
20.75"W x 27.50"H

2 Rustic 12" Pedestal (AS)
PD-225 166 lbs
16.50"W x 12.00"H

2

1

2

1

1 Capitol Hill Urn (AS)
P-788 205 lbs
21.75"W x 28.50"H

2 Rustic 16.5" Pedestal (AS)
PD-224 193 lbs
18.00"W x 16.50"H

Campania
Containers

189

1 Moderne Tall Planter (AS)
P-782 177 lbs
20.75"W x 27.50"H

2 Rustic 12" Pedestal (AS)
PD-225 166 lbs
16.50"W x 12.00"H

2

1

2

1

1 Capitol Hill Urn (AS)
P-788 205 lbs
21.75"W x 28.50"H

2 Rustic 16.5" Pedestal (AS)
PD-224 193 lbs
18.00"W x 16.50"H

Campania
Containers

Total Height = 36” (3’)
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Lighting at the Nichols House Museum, 55 Mount Vernon Street 29A+B Chestnut Street
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LSW8-PL MERIDIAN

ORDERING GUIDE: LSW8-PL  L (LED)  SW (STEP/WALL)  8  (8  X  1 /8  INCHES)  PL (PATH L IGHT)

OPTIC
[N] 15° Narrow
[M] 25° Medium
[W] 40° Wide
[WF] 60° Wide Flood
[A] All Optics

HEIGHT
[12] 12"
[14] 14"
[16] 16"
[XX] Specify

FACEPLATE
[BR] Brass 
[CU] Copper

The LSW8-PL is an ideal solution for uniform spacing and light levels in the 
absence of a structure. Its small aperture effectively shields against glare while 
allowing for excellent forward projection with even illumination side to side. 
Pair with our LSW8 step/wall light for design continuity throughout your project.

Features include:
• 1.25 Watts and up to 45 lumens
• Cree XP-L® High Density LED
• 2700, 3000 or 4000K (CRI 80 typ.)
• Interchangeable UV & Shock Resistant Silicone Optic
• Thermally Integrated®, Field Serviceable LED Module
• TRIAC Dimming to <10% typ.
• 12 VAC Electronic or Magnetic
• Copper and Brass Body w/ Brass or Copper Faceplate

LED COLOR 
[27D] 2700K
[30D] 3000K
[40D] 4000K
[AMBD] Amber (XP-E)
(585-595 nm)
 
[D] = Dimmable

FINISH
[NAT] Natural
[BLP] Bronze Living Patina
[BLP-XD] BLP Extra Dark
[NI] Nickel PVD

BR-BLP

Powered by

CAT. #: LSW8-PL-

1/2 SM2SM3G/S T/R P/MP/B-S

MOUNT 
[1/2] 1/2" Male Thread
[G/S] Ground Stake
[T/R-X] Trident Spike (9" or 12")
[P/B-S] Power Box w/ Stake 
(Inc. 60W 120-12V transformer)
[P/M] 4" Pedestal Mount
[SM3] 3 1/4" Surface Mount
[SM2] 2 1/4" Surface Mount 
 
[X] = Specify Length
NOTE: See Mount Guide  
for more options

INDICATES REQUIRED FIELD INDICATES OPTIONAL FIELD

Prefix

BR-NICU-NAT CU-BLP

FACEPLATE OPTIONS

12"
305mm

14"
356mm

16"
406mm

1 3/8"
34mm

4 9/16"
116mm

Highly Configurable Machined Brass LED Module
IP67 sealed module with encapsulated electronics, Copper 
PCB and interchangeable silicone optics.

Precision Machined
Brass Body

Internal Driver
and LED

Interchangable UV & Shock
Resistant Silicone Optic

RECESSED UPLIGHT  l
“Every time we specify the Mini-Micro™ Recessed Uplight on a staircase, or along 

a wall, our clients have been ecstatic with the results. These small fixtures can add 

safety in areas where tripping might be a concern but do it in a stylish and refined 

way that’s a bit unexpected in such a small profile. The fact that three material 

types are available in a highly efficient LED really shows B-K’s forward thinking. 

The B-K Mini-Micro™ rocks!”

Gregg Mackell, 186 Lighting Design Group, BKU Fall 2010

MINI-MICRO™

Shown in 
Bronze Wrinkle (BZW) finish
Shown in
Bronze Wrin

MATERIAL

Power of  ‘e’
(BKSSL®)

Power Supplies

Options

FOR USE WITH

8 7/8"
(225mm)

(41mm)
1 5/8" Dia.

2 1/4" Dia.
(57mm)

UL-MM

120
www.bklighting.com
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See page 339 for Catalog ordering information. 

Alternate Recessed Well Light

Alternate options for Path Light installed 
behind granite garden post
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