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ALT. 8 - STRIP PAINT FROM MARBLE
PANELS AND FRAME; RE-GILT
LETTERING IN GOLD LEAF (TYP) (OMIT
CENTER PANEL AND LETTERING)

CUT AND POINT (100%) BRICK MASONRY

STRIP PAINT (100%) FROM MARBLE

LEGEND:

PREP (SCRAPE LOOSE) AND PAINT WOODWORK

PREP (SCRAPE LOOSE) AND PAINT METALWORK

REPLACE

ALT. 5 - PREP AND PAINT MAST AND IRONWORK OF
WEATHERVANE.  LUBRICATE ROTATING COMPONENTS.

PREP / PAINT LOUVER (TYP)

PREP / PAINT CLOCKFACE AND SURROUND

REPAIR ANY OPEN SKYWARD FACING JOINTS
IN METAL ROOFING AND FLASHING (TYP)

REPLACE FLASHING AT PARAPET-TOWER INTERSECTION (TYP)

REPLACE COPING CAPS AT ALL
PARAPET WALLS (TYP)

≈3'-6"

CORNICE TREATMENT TO RETURN BEYOND CORNER OF BUILDING

REPAIR ANY OPEN SKYWARD
FACING JOINTS IN METAL ROOFING
AND FLASHING (TYP)

REPAIR ANY OPEN SKYWARD FACING JOINTS
IN METAL ROOFING AND FLASHING (TYP)

PREP / PAINT WOOD ENTABLATURE (TYP)

PREP / PAINT WOOD COLUMN (TYP)

PREP / PAINT WOOD SIDING AND TRIM (TYP)

PREP / PAINT METAL CORNICE (TYP)

PREP / PAINT DECORATIVE WOODWORK (TYP)

PREP / PAINT METAL ENTABLATURE (TYP)

PREP / PAINT WOOD COLUMN AND PLINTH (TYP)

PREP / PAINT WOOD BRACKET (TYP)

STRIP PAINT FROM
MARBLE BANDING (TYP)

PREP / PAINT WOOD BRICKMOULD
(TYP)

STRIP PAINT FROM MARBLE SILLS (TYP)

PREP / PAINT METAL CORNICE (TYP)

STRIP PAINT FROM MARBLE
ABACUSES (TYP)

STRIP PAINT FROM MARBLE
LINTEL (TYP)

PREP / PAINT WOOD
BRICKMOULD (TYP)

PREP / PAINT WOOD CASING
AND DOOR SURROUND (TYP)

STRIP PAINT FROM
MARBLE FRAME (TYP)

REPOINT BRICK MASONRY PARAPET (TYP)

REPOINT BRICK MASONRY (TYP)

PREP / PAINT METAL SIDING (TYP.)

PREP / PAINT WOOD CASING (TYP)

PREP / PAINT WOOD BRACKET (TYP)

REPLACE DETERIORATED METAL CORNICE

REPLACE DETERIORATED METAL ENTABLATURE/CORNICE

RE-ALIGN WARPED METAL GUTTAE

WD2.1

ALT. 3 - WINDOW RESTORATION (SEE SCHEDULE)

ALT. 4 - WINDOW RESTORATION (SEE SCHEDULE)

ALT. 6 - APPLY ELASTOMERIC COATING
TO EXISTING METAL ROOF

ALT. 7 - REMOVE, STRIP, RE-GILT IN GOLD LEAF, AND REINSTALL
GOLD HANDS, NUMERALS, AND MARKINGS (TYP ALL ELEVATIONS)






























