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21' - 4"

ROOF DECK

STEEL PAINTED 

GUARDRAIL 

AROUND DECK

ROOF HATCH
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A201

NEW EPDM ROOF

NEW SLATE ROOFING

WOOD FRAMED DECK 

PER STRUCTURAL 

ENGINEER
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ROOF DECK
PLAN1/4" = 1'-0"1 ROOF PLAN - UNIT NO.2



(e) SECOND LEVEL
19' - 4"

(e) THIRD LEVEL
30' - 0"

(e) STREET LEVEL
-1' - 10"

(e) SIDEWALK
0' - 0"

(n) BASEMENT LEVEL
-11' - 1"

(n) FIRST LEVEL
7' - 10"

REFINISH EXISTING DOOR

REPLACE ALL VINYL WINDOWS 

WITH NEW WOOD WINDOWS TO 

MATCH SIZE, COLOR,AND MUNTIN 

PATTERN (TYP)

REPAINT CORNICE

NEW SLATE ROOF(TYP)

PAINT EXISTING RAILING

NEW EPDM ROOF(TYP)

PAINT EXISTING TRIM (TYP)

NEW STEEL PAINTED RAILING, 

REFER TO ENLARGED VIEW ABOVE

REPOINT MASONRY AS NECESSARY

RESTORE EXISTING STOOP 

STAIRS AS NECESSARY

A301

3

REPLACE VINYL WINDOWS(TYP)

RESTORE CURVED 

SASH WOOD WINDOWS 

RESTORE CURVED 

SASH WOOD WINDOWS 

REPLACE VINYL WINDOWS AND 

RESTORE CURVED SASH 

WINDOWS (TYP)
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STEEL PAINTED RAILING TO 

MATCH EXISTING STAIR RAILING
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NEW FOAM INSULATION

1
1
'
 
-
 
2
 
1
/
8
"

1
8
"

9
'
 
-
 
3
"

A301
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6" COMPACTED GRAVEL

RIGID INSULATION

VAPOR BARRIER

P.T. SLEEPERS AT 16" O.C.

5/8" PLYWOOD AND 

WOOD FLOORING

EXTERIOR WALL PARTITION, 

REFER TO PLANS

EGRESS WINDOW, REFER 

TO A002

WATERPROOFING ON 

EXISTING FOUNDATION

FLOOR / CEILING 

ASSEMBLY, REFER TO A201

EXTERIOR WALL PARTITION, 

REFER TO PLANS

EXISTING BRICK WALL

REINFORCED CONCRETE 

SLAB, PER STRUCTURAL 

ENGINEER
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10" REINFORCED 

CONCRETE WALL AND 

FOOTING

6" CRUSHED STONE, NO 

FINES WITH FILTER 

FABRIC AT BOTTOM

3/4" DIAMTER PAINTED 

STEEL LADDER RUNGS 

ANCHORED TO CONCRETE

10" REINFORCED 

CONCRETE WALL

FINISH GRADE SOIL

2"x2" CONTINUOUS ANGLE 

ANCHORED TO WALL

1" STEEL GRATE

PAINTED BLACK

CURB FLUSH WITH FINISH 

GRADE MATERIAL T.B.D.
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EXTERIOR

ELEVATIONS

0' 2' 4' 8'

1/4" = 1'-0"1
DWIGHT STREET ELEVATION

1/2" = 1'-0"3
GARDEN RAILING

1" = 1'-0"
2

EGRESS WINDOW OPENING

1 1/2" = 1'-0"4
TOP OF WINDOW WELL



52 DWIGHT STREET 
BOSTON, 02118
EXISTING WINDOWS
JULY 14TH, 2020

STREET LEVEL FLAT SASH VINYL

PARLOR LEVEL CURVED SASH WOOD



52 DWIGHT STREET 
BOSTON, 02118
EXISTING WINDOWS
JULY 14TH, 2020

SECOND LEVEL CURVED  SASH WOOD

THIRD LEVEL FLAT VINYL 
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