


LANDSCAPE PHASING
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Proposed site for Spring 2021



FALL ���� PLANTINGS



REMOVE � MAGNOLIAS

• shade historic windows; 
obscure elevation of church

• not historic or characteristic

���� IMPROVEMENTS



CLEAN UP

• stabilize stair foundations if 
indicated

• during stone inventory, move 
stones to stair/walk area 

• remove plywood fence
• remove other debrisUnified and Well-Tended Plantings

Evidence of Care

���� IMPROVEMENTS



INTERIM PLANTINGS

• remove planter boxes, leave 
turf and perennials in place

• add lawn / self-seeding annuals
• topsoil as needed
• hand irrigation only
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���� IMPROVEMENTS AND ���� CLEANUP
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20 Arlington Street

Arlington Street Church
Landscape Improvements

Phase I

SITE IMPROVEMENTS
PLAN

L-2

MBTA

SITE IMPROVEMENTS NOTES1

1. All work to be parallel and perpendicular to the building footprint unless otherwise shown.

2. Meet the grade of the adjacent concrete.  Keep slope transitions gentle at all points. Grade the pavement and soil to keep the
elevation of the pavement 12" to 1" higher than the adjacent soil (as measured after soil settling has occurred).

3. Provide aggregate base sufficient to ensure the long-term soundness of the pavement.  Extend aggregate base 6" past the edges
of the pavement at all exposed sides.

4. Pavement to be Goshen Stone with sufficient depth to ensure long-term soundness. Dry-lay in irregular pattern with tight joints, no
openings greater than 12" in width. Keep vertical edges within and between stones no greater than 14".

5. At least 40% of the stones, by count, shall extend the full width across the walk.  No stone less than 4 square feet in area, nor
measuring less than 15" perpendicular to the direction of the walk, may be set along the edge of the pavement.

6. Cut stones to provide an even and continuous edge, with the following exceptions:
6a. The protruding edges of the Donor Recognition Stone, shall be kept natural. The protruding portion of the Donor Recognition

Stone shall measure 6 square feet or greater.
6b. The landscape architect may request the contractor in the field to keep other stones protruding rather than being cut to size.

Such requests will not require the contractor's use of materials or labor greater than would otherwise be required.

7. See General Notes, sheet L-1.
DETAIL PLAN2
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3. Provide aggregate base sufficient to ensure the long-term soundness of the pavement.  Extend aggregate base 6" past the edges
of the pavement at all exposed sides.

4. Pavement to be Goshen Stone with sufficient depth to ensure long-term soundness. Dry-lay in irregular pattern with tight joints, no
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DETAIL PLAN2

SITE IMPROVEMENTS PLAN3

North

0                         5'                        10'                                                   20'

VENT GRATE

PEDESTRIAN RAMP

1807.1

10-09-2020

1" = 10'



PROPOSED LANDSCAPE IMPROVEMENTS

Wolf Landscape Architecture LLC
Groton MA

617.676.8847

The Foundation for
the Preservation of
20 Arlington Street

Arlington Street Church
Landscape Improvements

Phase I

PLANTING PLAN
PROGRESS PLAN
NOT FOR CONSTRUCTION

L-3

ALL EXISTING PLANTS IN AREAS 1, 2, AND 3 EXCEPT
MAGNOLIAS TO BE REMOVED. REMOVE ROOTS AS
NECESSARY TO ALLOW NEW PLANTING
AND TO PREVENT REGROWTH.

PLANTING NOTES1

1. Do not deliver more plants to the site than can be planted the same day.  Do not store plants on site.

2. Keep plants in good health before, during, and after planting. Sun and wind can quickly desiccate plug-size
plants.

3. Do not plant root-bound plants. For plants that are becoming root-bound, score the edges of the plug or
root ball.  For all plants, loosen or score the roots as necessary to prevent roots from being pot-bound after
planting.

4. Keep the tops of plugs 12" to 1" higher than the adjacent soil to allow for mulching.  Mulch only after the
planting in each area to be mulched is complete.

5. See General Notes, sheet L-1.

PLANT SPECIES BY ZONE2

BED NUMBER, TYP.  SEE PLANT LIST.
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