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AERIAL PHOTO / KEY PLAN
SCALE: NA
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18” x 30” Exhaust louver + 8” intake hood to be located on the ground 
floor of the rear courtyard.  There will be no noise or smells associated 
with this work, and it is not visible from any public way or alley. 
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COURTYARD PLAN + PHOTOS
SCALE: NA
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ALTERNATE EXHAUST OPTIONS
SCALE: N/A

ALTERNATE EXHAUST OPTIONS
These alternative locations for the exhaust would avoid a masonry 
penetration, but would be visible from public ways (both Marlborough St + 
the alley).  Due to the required fire rating for an exhaust riser, we would be 
required by code to use a visible rooftop fan unit as shown below. 

OVERALL HEIGHT MAY BE GREATER DEPENDING ON MOTOR.

17.00 SQ

1.75
14.60

Ø 21.80
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Model: G-095-VG
Direct Drive Centrifugal Roof Exhaust Fan

Dimensional
Quantity 1

Weight w/o Acc's (lb) 27

Weight w/ Acc's (lb) 56

Optional Damper (in.) 10 x 10

Roof Opening (in.) 12.5 x 12.5

Performance
Requested Volume (CFM) 600

Actual Volume (CFM) 600

Total External SP (in. wg) 0.5

Fan RPM 1530

Operating Power (hp) 0.11

Elevation (ft) 30

Airstream Temp.(F) 70

Air Density (lb/ft3) 0.075

Tip Speed (ft/min) 4,355

Static Eff. (%) 41

Motor
Motor Mounted Yes

Size (hp) 1/6

Voltage/Cycle/Phase 115/60/1

Enclosure ODP

Motor RPM 1725

Efficiency Rating High

Windings 1
FLA (Amps) 2.2

Notes:
All dimensions shown are in units of in.
*NEC FLA - based on tables 430.248 or 430.250 of
National Electrical Code 2014. Actual motor FLA may vary,
for sizing thermal overload, consult factory.
LwA - A weighted sound power level, based on ANSI S1.4
dBA - A weighted sound pressure level, based on 11.5 dB
attenuation per Octave band at 5 ft - dBA levels are not
licensed by AMCA International
Sones - calculated using ANSI/AMCA 301 at 5 ft

Sound Power by Octave Band
Sound
Data 62.5 125 250 500 1000 2000 4000 8000 LwA dBA Sones

Inlet 81 78 70 63 61 56 46 47 68 57 9.0
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