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Proposed Front Entry
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tel: 617-357-8145    fax: 617-357-9495  web: hwmoore.com 
121 E. Berkeley Street, 4th Floor, Boston, MA 02118

A DIVISION OF HANCOCK SURVEY ASSOCIATES

EXTERIOR ENTRY
IMPROVEMENTS

GENERAL NOTES:
1.  EXISTING CONDITIONS ARE FROM A PLAN BY FELDMAN LAND SURVEYORS TITLED, "EXISTING CONDITIONS PLAN 12-14 COMMONWEALTH

AVENUE BOSTON, MASS." DATED JULY 26, 2019.

2. REFER TO PLANS BY PRELLWITZ CHILINSKI ASSOCIATES, INC. FOR DETAIL OF EXTERIOR ENTRY IMPROVEMENTS INCLUDING BUT NOT
LIMITED TO : NEW GRANITE SLAB LANDING, ACCESSIBLE RAMP RAILING, AND NEW BLACK STAINLESS STEEL POST WITH PUSH PLATE FOR
HC ACCESSIBILITY.

3. EXISTING CONCRETE SIDEWALK TO BE SAWCUT AT EXISTING CONTROL/EXPANSION JOINT.

4. LOCATIONS AND ELEVATIONS OF UNDERGROUND PIPES AND CONDUITS HAVE BEEN DETERMINED FROM THE ABOVE REFERENCED
EXISTING CONDITIONS PLAN AND SHALL BE VERIFIED BY THE CONTRACTOR PRIOR TO CONSTRUCTION. H.W. MOORE ASSOCIATES
ASSUMES NO RESPONSIBILITY FOR DAMAGES INCURRED AS A RESULT OF UTILITIES INACCURATELY SHOWN OR OMITTED. BEFORE
PLANNING FUTURE CONNECTIONS, THE PROPER UTILITY DEPARTMENT SHALL BE NOTIFIED AND THE ACTUAL LOCATIONS OF SUBSURFACE
STRUCTURES SHALL BE VERIFIED IN THE FIELD. CALL DIG-SAFE CALL CENTER, (888)344-7233, 72 HOURS (3 WORKING DAYS) PRIOR TO
EXCAVATION.

5. ADA RAMP, RAILING  AND LEVEL LANDINGS TO COMPLY WITH MAAB REQUIREMENTS, LANDINGS TO BE CONSTRUCTED WITH LESS THAN 2%
SLOPE ALL DIRECTIONS. RAMPS TO HAVE LESS THAN 8.3% LONGITUDINAL SLOPE.

HORIZONTAL GRAPHIC SCALE IN FEET
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SCALE:  1/2" = 1'-0"2 PARTIAL PLAN - EXTERIOR ENTRY WITH RAMP
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SCALE:  1/8" = 1'-0"1 FRONT LANDSCAPING

SCALE:4 VIEW OF EXTERIOR ENTRY RENDERING OF PROPOSED FRONT ENTRY

C
O

N
ST

R
U

C
TI

O
N

 D
O

C
U

M
EN

TS
07

.1
5.

20
20

1
AD

D
EN

D
U

M
 0

1
08

.2
6.

20
20

Proposed Section

Proposed Plan

AA

2.12.1

2.22.2

3.13.1

3
A4.30

3
A4.30

NEW GRANITE CURBS ALONG 
ENTIRE PERIMETER REPLACING 
EXISTING CURBING

LANDING

6' - 0"

-2' - 4"

NEW GRANITE LANDING 
FLUSH WITH EXISTING DOOR 
THRESHOLD

-3' - 4"
RAMP UP TO GRANITE LANDING 
(1:12 SLOPE)

EXISTING CONCRETE PUBLIC 
SIDEWALK TO REMAIN. REMOVE 

AND REPLACE (SEE CIVIL)

NEW BLACK STAINLESS STEEL POST 
WITH PUSH PLATE FOR HC 

ACCESSIBILITY

RAILINGS ON BOTH SIDES OF RAMP 
AT 36" HEIGHT
TOTAL OF 6 POSTS (3 ON EACH SIDE)
FINISH: BLACK POWDER COATED ON 
HOT DIPPED GALVANIZED STEEL

5'
 - 

0"
5'

 - 
0"

ASK
5

3

ASK
5

5

ASK
56

RAMP 1:12 SLOPE

10' - 4"

LANDING

3' - 6"

AA

ENTRY
-2' - 4"

COMPRESSIBLE JOINT BETWEEN 
EXISTING GRANITE THRESHOLD 

AT DOOR AND NEW GRANITE 
LANDING 

NEW GRANITE SLAB  LANDING 

NEW WALKWAY WITH 
BRICK PAVERS OVER 
CONCRETE BASE

EXISTING GRANITE 
THRESHOLD AT DOOR TO 

REMAIN AS-IS.
GC TO REVIEW DOOR 

THRESHOLD ADA COMPLIANT  

COMPACTED EARTH

NEW GRANITE CURB 
ALONG ENTIRE PERIMETER

NEW 1:12 ACCESSIBLE RAMP 
CONCRETE
CONCRETE SLAB SUBSTRATE

DOWELS CONNECTING THE 
GRANITE SLAB AND 

CONCRETE SUBSTRATES FOR 
RAMP AND FLAT PORTION 

BEYOND 

COMPRESSIBLE FILLER BETWEEN 
EXISTING CONCRETE PUBLIC SIDEWALK 
AND NEW BRICK PAVERS ON 
CONCRETE SLAB

36
"

109-2

C
O

M
M

O
N

W
EA

LT
H

 A
VE

N
U

E

EXISTING ENTRANCE 
CANOPY TO REMAIN

SEE CIVIL DRAWING 
FOR EXTENT OF 
REPAVING OF THE 
EXISTING CONCRETE 
PUBLIC SIDEWALK

EG1EG1EG1

NEW PATHWAY LIGHT 
FIXTURES

NEW ENTRANCE 
WALKWAY5' - 3" 5' - 3" 5' - 3"

EG1 EG1

53
' -

 2
" +

/- 
VI

F 
(A

SS
U

M
ED

 P
R

O
PE

R
TY

 E
D

G
E)

OWNER:

ARCHITECT:

PRELLWITZ CHILINSKI 
ASSOCIATES, INC.

221 Hampshire Street
Cambridge, MA 02139

617-547-8120

PR
IN

TE
D

:

© 2021 PCA

ORIGINAL ISSUE:

R
EV

IS
IO

N
S:

11
/2

2/
20

22
 2

:0
3:

15
 P

M

SCALE:As indicated

EXTERIOR
ENTRY

A4.30

R
en

ov
at

io
n 

of
 T

he
 B

ar
cl

ay
12

 C
om

m
on

w
ea

lth
 A

ve
. B

os
to

n,
 M

A 
02

11
6

Akelius
300 A Street, 5th flr
Boston, MA 02109

DD SET
07.15.2020

CONTRACTOR FIRM
Address

City, State ZIP
###-###-####

CONTRACTOR:

PC
A 

PR
O

JE
C

T 
#:

 1
90

75
.0

0

SCALE:  1/2" = 1'-0"2 PARTIAL PLAN - EXTERIOR ENTRY WITH RAMP

SCALE:  1/2" = 1'-0"3 SECTION - EXTERIOR RAMP

SCALE:  1/8" = 1'-0"1 FRONT LANDSCAPING

SCALE:4 VIEW OF EXTERIOR ENTRY RENDERING OF PROPOSED FRONT ENTRY

C
O

N
ST

R
U

C
TI

O
N

 D
O

C
U

M
EN

TS
07

.1
5.

20
20

1
AD

D
EN

D
U

M
 0

1
08

.2
6.

20
20



Architecture, Interiors + Planning p.  6Akelius  |   12-14 Commonwealth Ave - Landmarks Review  |  10/25/2022

Thank you




