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AVERAGE GRADE

EXISTING GARDEN LEVEL

EXISTING STREET LEVEL

EXISTING PARLOR LEVEL

EXISTING SECOND LEVEL

EXISTING THIRD LEVEL

EXISTING FOURTH LEVEL

EXISTING DORMER ROOF

EXISTING MAIN ROOF

DATUM 0'-0"
0'-0" (NAVD)

EL. 6'-4" T.O. FIN FLOOR

EL. 4'-0 1/2" T.O. FIN FLOOR

EL. 15'-8"

EL. 22'-5" T.O. FIN FLOOR

EL. 33'-10 1/2" T.O. FIN FLOOR

EL. 43'-8" T.O. FIN FLOOR

EL. 52'-11" T.O. FIN FLOOR

EL. 64'-5" T.O. FIN FLOOR
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EXISTING FRONT ELEVATION
3/16" = 1'-0"



EXISTING ASPHALT SHINGLES
SHALL BE REMOVED AND
REPLACED WITH NEW SYNTHETIC
SLATE SHINGLES.

NEW EGRESS COMPLIANT
WINDOWS, PAINTED BLACK IN
EXISTING OPENINGS.

EXISTING STONE HEADERS AND
SILLS ARE TO BE REPAIRED IN
KIND AND REPAINTED BENJAMIN
MOORE HC-69, TYPICAL.

NEW HISTORICALLY ACCURATE
WOOD SHUTTERS, PAINTED BLACK
WITH LOUVERS FIXED 50% OPEN
AND POINTING DOWN. TYPICAL.

ALL EXISTING NON-HISTORICAL
WINDOWS ARE TO BE REPLACED
WITH NEW HISTORICALLY
ACCURATE 2 OVER 2 DOUBLE HUNG
WINDOWS, PAINTED BLACK.

EXISTING BRICK AT FRONT FACADE
SHALL BE REPAIRS, RE-POINTED
AND AND SEALED AS REQUIRED.

EXISTING BROWNSTONE ORNAMENT
AND DOOR SURROUND TO BE
REPAIRED AND KIND. PAINTED TO
MATCH SILLS AND HEADERS.

EXISTING FRONT DOOR TO REMAIN.
REPAIR IN KIND AND PAINTED BLACK.

REPAIR EXISTING STAIRS IN KIND AS
NECESSARY.
ORNAMENTAL IRON RAILING SHALL
REMAIN. REPAIR IN KIND AS
NECESSARY.

EXISTING PARLOR LEVEL WINDOW
SILLS ARE TO BE LOWERED TO
MATCH ORIGINAL WINDOW DESIGN.
REFER TO 34 DWIGHT STREET AND
1970S TAX PHOTO AS REFERENCE.

NEW ORNAMENTAL METAL FENCE AT
FRONT GARDEN. FENCE DESIGN
SHALL MATCH 34 DWIGHT STREET.
EXISTING CURB TO BE CLEANED.
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DATUM 0'-0"
0'-0" (NAVD)

AVERAGE GRADE

PROPOSED STREET LEVEL

EXISTING PARLOR LEVEL

PROPOSED SECOND LEVEL

PROPOSED THIRD LEVEL

PROPOSED FOURTH LEVEL

EXISTING DORMER ROOF

EXISTING MAIN ROOF

PROPOSED GARDEN LEVEL

TOP OF PROPOSED ROOF DECK
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EL. 13'-1 1/4" T.O. FIN FLOOR

EL. 15'-8"

EL. 4'-0 1/2" T.O. FIN FLOOR

EL. 22'-5" T.O. FIN FLOOR

EL. 33'-2 3/4" T.O. FIN FLOOR

EL. 44'-0 1/2" T.O. FIN FLOOR

EL. 53'-10" T.O. FIN FLOOR

EL. 64'-5" T.O. FIN FLOOR

NEW EGRESS COMPLIANT DOUBLE
HUNG WINDOW TO IN NEW MASONRY
OPENING.

8" CONCRETE WALL

32

NEW COPPER GUTTER AND
DOWNSPOUT.

4'-
0"
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NEW ROOF DECK WITH 42"
RAILING TO MATCH, PAINTED
BLACK.

3'-
6"

ALL EXISTING TRIM DETAILS AT
ROOF AND DORMERS ARE TO
REMAIN. REPLACE AND REPAIR
MISSING AND DAMAGED PIECES
AS REQUIRED.

BOSTON CITY BASE
EL. 6'-4"

8"

FIRE ALARM BELL SHALL BE
LOCATED AT FRONT STAIR
SIDEWALL. SIMILAR TO 32 DWIGHT
STREET
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PROPOSED FRONT ELEVATION
3/16" = 1'-0"



MATERIALTRADENAMEPRODUCTMODELNUMBER

UP

MODELNUMBERTRADENAMEPRODUCTMATERIAL
MATERIALPRODUCTT

RADENAMEMODELNUMBER

3'-6"8"

8"
4'-

8 3
/4"

8"

UP

PR
OP

ER
TY

 L
IN

E

NEW HISTORICALLY ACCURATE
DOUBLE HUNG WINDOW IN NEW
MASONRY OPENING.

1'-
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/2"
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0"
  M
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GALVANIZED BAR GRATING, FLUSH
WITH SIDEWALK. PAINTED BLACK.
8" CONCRETE WALL. FINAL
STRUCTURAL REINFORCING TBD BY
ENGINEER.

36" FIXED LADDER
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PROPOSED GARDEN LEVEL PLAN UNIT 1
3/16" = 1'-0"

EXISTING GARDEN LEVEL PLAN
3/16" = 1'-0"



ROOF DECK
17'-8" X 13'-8"

9'-3" 16'-11 1/2"
5'-0"  SETBACK
PER ZONING

4'-2"

MIRROR

PROPOSED LOCATION OF NEW MECHANICAL UNITS.
GENERAL CONTRACTOR SHALL VERIFY FINAL
REQUIREMENTS. NEW UNITS SHALL BE LOCATED IN
COMPLIANCE WITH LANDMARKS AND ZONING
DIMENSIONAL REQUIREMENTS.

PROVIDE NEW EPDM ROOFING SYSTEM AND ALL
RELATED ITEMS AS NOTED. GENERAL CONTRACTOR
SHALL BE RESPONSIBLE FOR INSTALLATION PER
MANUFACTURERS SPECIFICATIONS.

NEW 42" METALS DECK RAILING SYSTEM. RAILING
SHALL BE PAINTED BLACK.

NEW ROOF ACCESS HATCH. GENERAL CONTRACTOR
SHALL SUBMIT SHOP DRAWINGS AND
SPECIFICATIONS TO ARCHITECT FOR APPROVAL.
NEW BULKHEAD. GENERAL CONTRACTOR SHALL
VERIFY VISIBILITY FROM THE PUBLIC WAY PER
LANDMARKS REQUIREMENTS.

(1) LAYER OF 58" GWB. PAINTED

3
4" WOOD STRAPPING OR FURRING
ALTERNATIVE: 78" STEEL FURRING CHANNEL
WITH "ISOMAX" BY KINETICS RESILIENT CLIP
SYSTEM.

LVL FRAMING. REFER TO
STRUCTURAL DRAWINGS FOR MORE
INFORMATION

ROOF FRAMING. REFER TO
STRUCTURAL DRAWING FOR MORE
INFORMATION.
R-49 SPRAY FOAM INSULATION AT
ALL ROOF CAVITIES.

NEW EPDM ROOFING. CONTRACTOR SHALL
COORDINATE INSTALLATION WITH ROOF
CONSTRUCTIONS AND MANUFACTURERS
SPECIFICATIONS.

PROVIDE "BOOT" FLASHING AT STEEL
ANGLE, COVER CAP WOOD POST IN ITS
ENTIRETY WITH ROOF MEMBRANE.

DECKING WITH CONCEALED FASTENERS.
FINAL SELECTION TBD BY OWNER.

3
4" X EDGE TRIM BOARD. PAINTED
MATTE BLACK

METAL RAILING SYSTEM PAINTED
MATTE BLACK.

1-1/2" X 2-1/2" METAL TOP RAIL
PAINTED MATTE BLACK

3 1/2" MAX.

42
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2" X 2" STEEL POSTS FASTENED TO
STRUCTURE BELOW.
3
4" STEEL METAL PICKETS

4"

METAL BASE RAIL

3"

STAIR STRINGER
WOOD TREADS (TYP)

WOOD RISERS (TYP)

WOOD FRAMING AS REQUIRED

R-40 SPRAY FOAM  INSULATION AT
ALL ROOF CAVITIES.
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10" MIN.

1 1/4"
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6 1

/8"LINE OF DRYWALL

(1) LAYER OF 58" GWB. PAINTED

3
4" WOOD STRAPPING OR FURRING
ALTERNATIVE: 78" STEEL FURRING CHANNEL
WITH "ISOMAX" BY KINETICS RESILIENT CLIP
SYSTEM.

LVL FRAMING. REFER TO
STRUCTURAL DRAWINGS.

ROOF FRAMING. REFER TO
STRUCTURAL DRAWINGS

R-49 SPRAY FOAM INSULATION AT
ALL ROOF CAVITIES.

NEW EPDM ROOFING. CONTRACTOR SHALL
COORDINATE INSTALLATION WITH ROOF
CONSTRUCTIONS AND MANUFACTURERS
SPECIFICATIONS.

DECKING WITH CONCEALED FASTENERS.
FINAL SELECTION TBD BY OWNER.R-49 SPRAY FOAM INSULATION AT

ALL ROOF CAVITIES.

LVL FRAMING. REFER TO
STRUCTURAL DRAWINGS FOR MORE
INFORMATION

(1) LAYER OF 58" GWB. PAINTED

BULKHEAD FRAMING

3 1/2" MAX.

FINAL ACCESS HATCH SELECTION TBD BY
OWNER. CONTRACTOR SHALL SUBMIT SHOP
DRAWINGS TO ARCHITECT FOR REVIEW
AND APPROVAL PRIOR TO FINAL ORDER
AND PURCHASE.

PROVIDE WOOD BLOCKING AS NECESSARY
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1-1/2" DIA. WOOD HANDRAIL
MOUNTED AT 36" AFF.
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PROPOSED ROOF LEVEL UNIT 2
3/16" = 1'-0"

ENLARGED ROOF DECK RAILING DETAIL
3/16" = 1'-0"
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